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From: Region2 CWA401

To: Olivero Lora, Sofia

Subject: FW: New York State Department of Environmental Conservation CWA Section 10/404 - SP - South Fork Wind
Offshore Wind Energy Project

Date: Thursday, November 18, 2021 5:38:34 PM

Attachments: 2021.11.16 NYSDEC Permit Montauk O&M.pdf

PUBLIC NOTICE NAN-2020-01079-EME.pdf

From: Vietri, Robert T CIV USARMY CENAN (USA) <Robert.T.Vietri@usace.army.mil>

Sent: Wednesday, November 17,2021 12:11 PM

To: Region2 CWA401 <Region2 CWA401@epa.gov>

Cc: Ryba, Stephan A CIV USARMY CENAN (USA) <Stephan.A.Ryba@usace.army.mil>; Pinzon, Ronald R
CIV USARMY CENAN (USA) <Ronald.R.Pinzon@usace.army.mil>; Minck, Christopher W CIV USARMY
CENAN (USA) <Christopher.W.Minck@usace.army.mil>

Subject: New York State Department of Environmental Conservation CWA Section 10/404 - SP -
South Fork Wind Offshore Wind Energy Project

Good Afternoon,

Please see attached Water Quality Certification (WQC) issued by New York State Department of
Environmental Conservation (NYSDEC) for the Operations and Maintenance Facility (O&M Facility)
located within Lake Montauk, Town of East Hampton, Suffolk County, New York. | have also
attached USACE public notice number NAN-2020-1079-EME which includes the original work
description of the O&M Facility along with other proposed work relating to the offshore wind energy
project. | must note that the proposed work description has slightly changed since the published
public notice and an updated description of the proposed work at the O&M Facility can be found
below.

For this particular project, two state certifying agencies, NYSDEC and New York State Department of
Public Service (NYSDPS) are responsible for issuing a Section 401 WQC. As described above NYSDEC
is responsible for the issuance of a 401 WQC at the O&M Facility and NYSDPS is responsible for
issuing a 401 WQC for the South Fork Wind Export Cable (SFEC). It anticipated that NYSDPS will be
issuing their Section 401 WQC no later then November 22, 2021.

Bureau of Ocean Energy Management (BOEM) is the lead federal agency for this project and USACE
is acting as a cooperating agency under Section 10 of the Rivers and Harbors Act of 1899 (33 USC
403) and Section 404 of the Clean Water Act (33 USC 1344). It is important to note that this is a
Fixing America’s Surface Transportation Act (FAST-41) project and is tracked on the Federal
Infrastructure Projects Permitting Dashboard.

Federal Permitting Agency: USACE
Federal Agency Point of Contact:
Robert Vietri

Project Manager

U.S. Army Corps of Engineers
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NEW YORK STATE DEPARTMENT OF ENVIRONMENTAL CONSERVATION
Facility DEC ID 1-4724-00371

PERMIT

Under the Environmental Conservation Law (ECL)

Permittee and Facility Information

Permit Issued To: Facility:

INLET SEAFOOD PROPERTY LLC Montauk O&M Facility

PO BOX 2148 541 E LAKE DR|SCTM# 300-6-2-2&3
MONTAUK, NY 11954-2148 MONTAUK, NY 11954

South Fork Wind LLC

56 Exchange Ter Ste 300

Providence, RI 02903
(401) 868-4228

Facility Location: in EAST HAMPTON in SUFFOLK COUNTY
Facility Principal Reference Point: NYTM-E: 757.484 NYTM-N: 4551.697

Latitude: 41°04'32.8" Longitude: 71°56'06.4"
Project Location: 541 East Lake Drive on Lake Montauk
Authorized Activity: Construction of an Operations and Maintenance Facility (O&M Facility)
including:
(1) Removal of existing piles and docks.
(2) Dredging approximately 2,500 cubic yards in the existing marina to accommodate deeper draft Crew
Transfer Vessels. An approximately 0.41 acre area area of Lake Montauk will be dredged to a depth of -
12.4 feet mean low water with an additional one foot of allowed overdredge.
(3) Maintenance repairs to the existing bulkhead including new waler and tierods.
(4) Construction of a new floating pontoon dock (100 feet long by 16 feet wide with 5 feet of freeboard).
(5) Installation of five 2-feet diameter steel pipe piles and one 2-feet diameter steel monopile to secure
the pontoon dock and provide mooring for Crew Transfer Vessels.
(6) Installation of an aluminum gangway (28 feet long by 4 feet wide).
(7) Annual maintenance dredging of up to 1,500 cubic yards per year, within the permit term.
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NEW YORK STATE DEPARTMENT OF ENVIRONMENTAL CONSERVATION
Facility DEC ID 1-4724-00371

Permit Authorizations

Excavation & Fill in Navigable Waters - Under Article 15, Title 5
Permit ID 1-4724-00371/00039

New Permit Effective Date: 11/16/2021 Expiration Date: 11/15/2031
Water Quality Certification - Under Section 401 - Clean Water Act
Permit ID 1-4724-00371/00040

New Permit Effective Date: 11/16/2021 Expiration Date: 11/15/2031
Tidal Wetlands - Under Article 25
Permit ID 1-4724-00371/00041

New Permit Effective Date: 11/16/2021 Expiration Date: 11/15/2031
Docks, Platforms & Moorings - Under Article 15, Title 5
Permit ID 1-4724-00371/00042

New Permit Effective Date: 11/16/2021 Expiration Date: 11/15/2031

NYSDEC Approval

By acceptance of this permit, the permittee agrees that the permit is contingent upon strict
compliance with the ECL, all applicable regulations, and all conditions included as part of this
permit.

Permit Administrator: KAREN M GAIDASZ, Deputy Chief Permit Administrator
Address: NYSDEC Headquarters

625 Broadway

Albany, NY 12233

Authorized Signature: %m. M Date 11,16 ;2021
/4 u
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NEW YORK STATE DEPARTMENT OF ENVIRONMENTAL CONSERVATION
Facility DEC ID 1-4724-00371

Permit Components

NATURAL RESOURCE PERMIT CONDITIONS

WATER QUALITY CERTIFICATION SPECIFIC CONDITION

GENERAL CONDITIONS, APPLY TO ALL AUTHORIZED PERMITS

NOTIFICATION OF OTHER PERMITTEE OBLIGATIONS

NATURAL RESOURCE PERMIT CONDITIONS - Apply to the Following
Permits: EXCAVATION & FILL IN NAVIGABLE WATERS; WATER
QUALITY CERTIFICATION; TIDAL WETLANDS; DOCKS, PLATFORMS &
MOORINGS

GENERAL REQUIREMENTS

1. Conformance With Plans All activities authorized by this permit must be in strict conformance
with the approved plans submitted by the applicant or applicant's agent as part of the permit application.
Such approved plans were prepared by Orsted, on behalf of South Fork Wind LLC as listed in Condition
#2, Approved Plans.

2. Approved Plans “Montauk O&M Facility” Joint Permit Application, submitted by South Fork
Wind LLC, prepared by Orsted, originally received on March 15, 2021, with subsequent revisions as
listed below:

e NYSDEC Joint Application, dated March 15, 2021, last revised July 27, 2021.

Exhibit B Montauk O&M Onshore Plans, dated July 27, 2021.

Exhibit C Montauk O&M SPDES Info, dated July 27, 2021.

SFW — Montauk Dredging Footprint Errata, dated July 27, 2021.

Dredge Management Plan, dated November 15, 2021.

3. Approved Plan Discrepancies If there is a discrepancy in the Approved Plans, the most recent
document or plan takes precedence. If there is a discrepancy between the Approved Plans and any
permit condition, the permit conditions take precedence.

4. Revised, Modified or New Plans The Permittee must notify NYSDEC of material alterations to
any Authorized Activity at least 1 week prior to starting that Activity. NYSDEC reserves the right to
modify permit conditions upon review of revised, modified or new plans.

5. No Interference With Navigation There shall be no unreasonable interference with navigation by
the work herein authorized.
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NEW YORK STATE DEPARTMENT OF ENVIRONMENTAL CONSERVATION -
Facility DEC ID 1-4724-00371

6. State Not Liable for Damage The State of New York shall in no case be liable for any damage or
injury to the structure or work herein authorized which may be caused by or result from future
operations undertaken by the State for the conservation or improvement of navigation, or for other
purposes, and no claim or right to compensation shall accrue from any such damage.

7. State May Require Site Restoration If upon the expiration or revocation of this permit, the project
hereby authorized has not been completed, the applicant shall, without expense to the State, and to such
extent and in such time and manner as the Department of Environmental Conservation may lawfully
require, remove all or any portion of the uncompleted structure or fill and restore the site to its former
condition. No claim shall be made against the State of New York on account of any such removal or
alteration.

8. State May Order Removal or Alteration of Work If future operations by the State of New York
require an alteration in the position of the structure or work herein authorized, or if, in the opinion of the
Department of Environmental Conservation it shall cause unreasonable obstruction to the free
navigation of said waters or flood flows or endanger the health, safety or welfare of the people of the
State, or cause loss or destruction of the natural resources of the State, the owner may be ordered by the
Department to remove or alter the structural work, obstructions, or hazards caused thereby without
expense to the State, and if, upon the expiration or revocation of this permit, the structure, fill,
excavation, or other modification of the watercourse hereby authorized shall not be completed, the
owners, shall, without expense to the State, and to such extent and in such time and manner as the
Department of Environmental Conservation may require, remove all or any portion of the uncompleted
structure or fill and restore to its former condition the navigable and flood capacity of the watercourse.
No claim shall be made against the State of New York on account of any such removal or alteration.

NOTIFICATIONS AND POSTINGS

9. Notifications and Submissions to NYSDEC All notifications and submissions required by this
Permit must be provided in writing to the Permit Administrator at NYSDEC, 625 Broadway, Albany,
NY 12233 and by email at: karen.gaidasz@dec.ny.gov.

10. Notification of Commencement of Authorized Activities The Permittee must notify NYSDEC at
least 48 hours prior to commencement of any Authorized Activities.

BEST MANAGEMENT PRACTICES

11. Storage of Equipment, Materials The storage of construction equipment and materials shall be
confined to the upland area landward of the bulkhead or on a barge.

12. No Disturbance to Vegetated Tidal Wetlands There shall be no disturbance to vegetated tidal
wetlands or protected buffer areas as a result of the permitted activities.

13. No Construction Debris in Wetland or Adjacent Area Any debris or excess material from
construction of this project shall be completely removed from the adjacent area (upland) and removed to
an approved upland area for disposal. No debris is permitted in wetlands and/or protected buffer areas.
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NEW YORK STATE DEPARTMENT OF ENVIRONMENTAL CONSERVATION -
Facility DEC ID 1-4724-00371

14. Filter Fabric Turbidity Curtain

a) A filter fabric turbidity curtain weighted across the bottom and suspended at the top by floats must be
positioned to enclose the work site before commencing dredging, bulkhead repairs and other sediment
disturbing activities.

b) The curtain shall remain in place and in functional condition during all in-water work.

c¢) The curtain must remain in place for at least two hours after completing in-water work and until
turbidity inside the curtain no longer exceeds ambient levels.

d) The curtain must be inspected and maintained daily prior to commencing dredging activities.

e) If a curtain is not utilized, in-water work may not be conducted between December 15 through May
31 to be protective of winter flounder or between June 1 through July 31 to be protective of shellfish.

15. Precautions Against Contamination of Waters All necessary precautions shall be taken to
preclude contamination of any wetland or waterway by suspended solids, sediments, fuels, solvents,
lubricants, epoxy coatings, paints, concrete, leachate or any other environmentally deleterious materials
associated with the project.

16. Report Spills Any spillage of fuels or other petroleum products or hazardous materials shall be
reported to NYSDEC’s Spill Hotline (1-800-457-7362) within 2 hours.

17. Water Quality Standards Visual observations of turbidity must be conducted to ensure
compliance with the narrative water quality standard in 6 NYCRR § 703.2, which states, "No increase
that will cause a substantial visible contrast to natural conditions."

DREDGING

18. Dredging Operations
a) A closed environmental bucket must be used for dredging.
b) Barges must be in good operating condition and be designed to contain sediments.
¢) Scows must be of solid hull construction or be sealed.
d) Dredging equipment must be operated in a manner that minimizes re-suspension of sediments.
e) Bucket retrieval rates must be controlled to minimize turbidity.
) Bucket decanting and loss of dredged material into the waterbody during dredging and scow/ barge
loading must be controlled to minimize turbidity.
g) Sediment within the scows must be given adequate time to settle prior to the decanting of the scow.
h) Excessive loss of water/material from the bucket must be investigated and repaired.
1) The use of a dragline for dredging is prohibited.
j) All dredging must be conducted to leave a uniform bottom elevation free of mounds or holes.
k) All side slopes of the dredged area must have a maximum 1:3 slope.

19. Management of Dredge Materials Dredge materials shall be managed either through upland
beneficial reuse or upland disposal at a NYSDEC-approved disposal facility, as described in the draft
Dredge Management Plan submitted by Orsted on November 15, 2021. A final Dredge Management
Plan shall be submitted to NYSDEC for review and approval at least 60 days prior to commencement of
any Authorized Activities. The final Dredge Management Plan must describe dewatering operations and
how dredge sediments will be transported from the marina to the upland beneficial reuse location or
upland disposal facility.
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NEW YORK STATE DEPARTMENT OF ENVIRONMENTAL CONSERVATION -
Facility DEC ID 1-4724-00371

20. Dredged Depth Survey Within 30 days of completion of the dredging operations, an as-dredged
depth survey shall be submitted to NYSDEC.

21. Maintenance Dredging The Permittee shall submit a maintenance dredging plan at least 60 days
prior to conducting any annual maintenance dredging. At a minimum, the plan must include the
following information:

a) Drawing depicting the area and extent of dredging
b) Quantification of dredge material to be removed

c¢) Description of dredging equipment and methodology
d) Dewatering plan

¢) Dredge materials management plan

No maintenance dredging shall occur until NYSDEC has reviewed and approved the plan.

WATER QUALITY CERTIFICATION SPECIFIC CONDITIONS

1. Water Quality Certification The authorized project, as conditioned pursuant to the Certificate,
complies with Section 301, 302, 303, 306, and 307 of the Federal Water Pollution Control Act, as
amended and as implemented by the limitations, standards, and criteria of state statutory and regulatory
requirements set forth in 6 NYCRR Section 608.9(a). The authorized project, as conditioned, will also
comply with applicable New York State water quality standards, including but not limited to effluent
limitations, best usages and thermal discharge criteria, as applicable, as set forth in 6 NYCRR Parts 701,
702, 703, and 704.

GENERAL CONDITIONS - Apply to ALL Authorized Permits:

1. Facility Inspection by The Department The permitted site or facility, including relevant records,
is subject to inspection at reasonable hours and intervals by an authorized representative of the
Department of Environmental Conservation (the Department) to determine whether the permittee is
complying with this permit and the ECL. Such representative may order the work suspended pursuant
to ECL 71- 0301 and SAPA 401(3).

The permittee shall provide a person to accompany the Department's representative during an inspection
to the permit area when requested by the Department.

A copy of this permit, including all referenced maps, drawings and special conditions, must be available

for inspection by the Department at all times at the project site or facility. Failure to produce a copy of
the permit upon request by a Department representative is a violation of this permit.
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NEW YORK STATE DEPARTMENT OF ENVIRONMENTAL CONSERVATION -
Facility DEC ID 1-4724-00371

2. Relationship of this Permit to Other Department Orders and Determinations Unless expressly
provided for by the Department, issuance of this permit does not modify, supersede or rescind any order
or determination previously issued by the Department or any of the terms, conditions or requirements
contained in such order or determination.

3. Applications For Permit Renewals, Modifications or Transfers The permittee must submit a
separate written application to the Department for permit renewal, modification or transfer of this
permit. Such application must include any forms or supplemental information the Department requires.
Any renewal, modification or transfer granted by the Department must be in writing. Submission of
applications for permit renewal, modification or transfer are to be submitted to:

Deputy Chief Permit Administrator
NYSDEC Headquarters

625 Broadway

Albany, NY12233

4. Submission of Renewal Application The permittee must submit a renewal application at least 30
days before permit expiration for the following permit authorizations: Docks, Platforms & Moorings,
Excavation & Fill in Navigable Waters, Tidal Wetlands, Water Quality Certification.

5. Permit Modifications, Suspensions and Revocations by the Department The Department
reserves the right to exercise all available authority to modify, suspend or revoke this permit. The
grounds for modification, suspension or revocation include:

a. materially false or inaccurate statements in the permit application or supporting papers;
b. failure by the permittee to comply with any terms or conditions of the permit;
c. exceeding the scope of the project as described in the permit application;

d. newly discovered material information or a material change in environmental conditions,
relevant technology or applicable law or regulations since the issuance of the existing permit;

e. noncompliance with previously issued permit conditions, orders of the commissioner, any
provisions of the Environmental Conservation Law or regulations of the Department related to
the permitted activity.

6. Permit Transfer Permits are transferrable unless specifically prohibited by statute, regulation or
another permit condition. Applications for permit transfer should be submitted prior to actual transfer of
ownership.
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NEW YORK STATE DEPARTMENT OF ENVIRONMENTAL CONSERVATION
Facility DEC ID 1-4724-00371

NOTIFICATION OF OTHER PERMITTEE OBLIGATIONS

Item A: Permittee Accepts Legal Responsibility and Agrees to Indemnification

The permittee, excepting state or federal agencies, expressly agrees to indemnify and hold harmless the
Department of Environmental Conservation of the State of New York, its representatives, employees,
and agents ("DEC") for all claims, suits, actions, and damages, to the extent attributable to the
permittee's acts or omissions in connection with the permittee’s undertaking of activities in connection
with, or operation and maintenance of, the facility or facilities authorized by the permit whether in
compliance or not in compliance with the terms and conditions of the permit. This indemnification does
not extend to any claims, suits, actions, or damages to the extent attributable to DEC's own negligent or
intentional acts or omissions, or to any claims, suits, or actions naming the DEC and arising under
Article 78 of the New York Civil Practice Laws and Rules or any citizen suit or civil rights provision
under federal or state laws.

Item B: Permittee's Contractors to Comply with Permit

The permittee is responsible for informing its independent contractors, employees, agents and assigns of
their responsibility to comply with this permit, including all special conditions while acting as the
permittee's agent with respect to the permitted activities, and such persons shall be subject to the same
sanctions for violations of the Environmental Conservation Law as those prescribed for the permittee.

Item C: Permittee Responsible for Obtaining Other Required Permits
The permittee is responsible for obtaining any other permits, approvals, lands, easements and rights-of-
way that may be required to carry out the activities that are authorized by this permit.

Item D: No Right to Trespass or Interfere with Riparian Rights

This permit does not convey to the permittee any right to trespass upon the lands or interfere with the
riparian rights of others in order to perform the permitted work nor does it authorize the impairment of
any rights, title, or interest in real or personal property held or vested in a person not a party to the
permut.
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sl PUBLIC NOTICE

US Army Corps

of Engineers '

New York District In replying refer to:

Jacob K. Javits Federal Building Public Notice Number: NAN-2020-01079-EME
New York, N.Y. 10278-0090 Issue Date: January 6, 2021

ATTN: Regulatory Branch Expiration Date: February 26, 2021

ANNOUNCEMENT OF PUBLIC HEARINGS AND
REQUEST FOR PUBLIC COMMENT

To Whom It May Concern:

The New York District, Corps of Engineers has received an application for a Department of the
Army permit pursuant to Section 10 of the Rivers and Harbors Act of 1899 (33 U.S.C. 403) and
Section 404 of the Clean Water Act (33 U.S.C. 1344).

APPLICANT: South Fork Wind, LLC
ACTIVITY: Construct a windfarm, export cable, and operations/maintenance facility
WATERWAY:  Atlantic Ocean and Lake Montauk

LOCATION: BOEM Renewable Energy Lease Area OCS-A 0517 (Deepwater Wind South
Fork, LLC lease area), export cable landfall in Town of East Hampton, Suffolk
County, New York, operations and maintenance facility in Lake Montauk, Town
of East Hampton, Suffolk County, New York.

A detailed description and plans of the applicant's activity are enclosed to assist in your review.

The decision whether to issue a permit will be based on an evaluation of the probable impact
including cumulative impacts of the proposed activity on the public interest. That decision will reflect
the national concern for both protection and utilization of important resources. The benefit which
reasonably may be expected to accrue from the proposal must be balanced against its reasonably
foreseeable detriments. All factors which may be relevant to the proposal will be considered
including the cumulative effects thereof; among those are conservation, economics, aesthetics,
general environmental concerns, wetlands, historic properties, fish and wildlife values, flood
hazards, floodplain values, land use, navigation, shoreline erosion and accretion, recreation, water
supply and conservation, water quality, energy needs, safety, food and fiber production, mineral
needs, considerations of property ownership and, in general, the needs and welfare of the people.

The Corps of Engineers is soliciting comments from the public; Federal, state, and local agencies
and officials; Indian Tribes; and other interested parties in order to consider and evaluate the
impacts of this proposed activity. Any comments received will be considered by the Corps of
Engineers to determine whether to issue, modify, condition or deny a permit for this proposal. To
make this decision, comments are used to assess impacts on endangered species, historic
properties, water quality, general environmental effects, and the other public interest factors listed
above. Comments are used in preparation of an Environmental Assessment and/or an
Environmental Impact Statement pursuant to the National Environmental Policy Act. Comments
are also used to determine the need for a public hearing and to determine the overall public interest
of the proposed activity.







CENAN-OP-RE
PUBLIC NOTICE NO. NAN-2020-01079-EME

ALL COMMENTS REGARDING THE PERMIT APPLICATION MUST BE PREPARED IN WRITING
AND EMAILED TO CENAN.PublicNotice@usace.army.mil TO REACH THIS OFFICE BEFORE
THE EXPIRATION DATE OF THIS NOTICE, otherwise, it will be presumed that there are no
objections to the activity.

Comments submitted in response to this notice will be fully considered during the public interest
review for this permit application. Comments provided will become part of the public record for
this permit application. All written comments, including contact information, will be made a part
of the administrative record, available to the public under the Freedom of Information Act. The
Administrative Record, or portions thereof, may also be posted on a Corps of Engineers internet
web site. Due to resource limitations, this office will normally not acknowledge the receipt of
comments or respond to individual letters of comment.

The Corps of Engineers is serving as one of the cooperating agencies involved in the preparation
of an Environmental Impact Statement by the Bureau of Ocean Energy Management (BOEM). A
Notice of Availability for the Draft Environmental Impact Statement (DEIS) will be posted on the
BOEM website on January 8, 2021, and can be viewed at https://www.boem.gov/renewable-
energy/state-activities/south-fork. Comments on the DEIS may be submitted directly to BOEM at
https://www.boem.gov/renewable-enerqgy/state-activities/south-fork.

BOEM will also conduct three (3) public meetings in the project area to receive comments on the
DEIS. Pursuant to public hearing requirements described in 33 CFR 327, the Corps of Engineers
will jointly participate in all three (3) of the public meetings/hearings, as listed below, to gather
information on this proposal to assist in the review of the Department of the Army permit
application for the proposed activity and will consider public comments on the material matters at
issue with respect to activities regulated by the Corps. Please note that for comments and
information specific to the Corps of Engineers action, according to procedures described in 33
CFR 327, the hearing will not include discussion or responses to comments expressed by
speakers. The date and time of the joint Corps of Engineers public hearings/BOEM DEIS public
meetings are as follows, all hearings are virtual; links to the hearing/meeting information may be
found at https://www.boem.gov/renewable-energy/state-activities/south-fork.

Joint Corps of Engineers Public Hearings/BOEM DEIS Public Meeting Dates and Start Times:
Thursday, February 9, 2021: 5:00 pm

Tuesday, February 11, 2021: 1:00 pm

Thursday, February 16, 2021: 5:00 pm

As the lead federal agency, BOEM is reviewing the project for potential impacts on Federally-
listed threatened or endangered species and their designated critical habitat pursuant to section
7 of the Endangered Species Act as amended. BOEM is coordinating with the NMFS and/or
U.S. Fish and Wildlife Service on listed species under their jurisdiction and the ESA consultation
will be concluded prior to the final decision.

Reviews of activities pursuant to Section 404 of the Clean Water Act will include application of the
guidelines promulgated by the Administrator, U.S. Environmental Protection Agency, under
authority of Section 404 (b) of the Clean Water Act and the applicant will obtain water quality
certificates or waivers from the appropriate state agency in accordance with Section 401 of the
Clean Water Act prior to a permit decision.

The Magnuson-Stevens Fishery Conservation and Management Act, as amended by the
Sustainable Fisheries Act (Public Law 104-267), requires all Federal agencies to consult with the
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CENAN-OP-RE
PUBLIC NOTICE NO. NAN-2020-01079-EME

National Oceanic and Atmospheric Administration Fisheries Service (NOAA/FS) on all actions, or
proposed actions, permitted, funded, or undertaken by the agency, that may adversely affect
Essential Fish Habitat (EFH). Further consultation with the National Marine Fisheries Service
regarding EFH conservation recommendations is being conducted by BOEM as the lead federal
agency and will be concluded prior to the final decision.

Based on their initial review, the BOEM has determined that the proposed work may impact
properties listed in, or eligible for listing in, the National Register of Historic Places. Additional
review and consultation to fulfil requirements under Section 106 of the National Historic
Preservation Act of 1966, as amended, will be ongoing as part of the permit review process.

The states of New York, Massachusetts and Rhode Island have approved Coastal Zone
Management Programs. Pursuant to Section 307 (c) of the Coastal Zone Management Act of
1972, as amended [16 U.S.C. 1456 (c)], for activities under consideration that are located within
the coastal zone of a state which has a federally approved coastal zone management program,
the applicant has certified in the permit application that the activity complies with, and will be
conducted in a manner that is consistent with, the approved state coastal zone management
program(s). By this public notice, we are requesting the state's concurrence with, objection to, or
waiver of the applicant's certification. No permit decision will be made until one of these actions
occur.

In addition to any required water quality certificate and coastal zone management program
concurrence, the applicant has obtained or requested the following governmental authorization for
the activity under consideration:

e Bureau of Ocean Energy Management
¢ New York State Department of Public Service
¢ New York State Department of Environmental Conservation

It is requested that you communicate the foregoing information concerning the activity to any
persons known by you to be interested and who did not receive a copy of this notice. If you have
any questions concerning this application, you may contact this office at (917) 790-8428 and ask
for Lisa Grudzinski.

In order for us to better serve you, please complete our Customer Service Survey located at
http://www.nan.usace.army.mil/Missions/Requlatory/CustomerSurvey.aspx.

For more information on New York District Corps of Engineers programs, visit our website at
http://www.nan.usace.army.mil.

RYBA.STEPHAN Digilly signed by

YBA.STEPHAN.A.1375342223

A.1375342223  Date: 2021.01.06 14:29:08 0500

Stephan A. Ryba
Chief, Regulatory Branch

Enclosures







CENAN-OP-RE
PUBLIC NOTICE NO. NAN-2020-01079-EME

WORK DESCRIPTION

The applicant, South Fork Wind, LLC, has requested Department of the Army authorization for
construction of a wind energy project including associated structures and facilities in the Atlantic
Ocean and Lake Montauk, Town of East Hampton, Suffolk County, New York.

The work would involve:

South Fork Wind Farm (SFWF): Construct up to fifteen (15) offshore wind turbine generators (WTGS)
on steel monopile foundations, scour protection around the base of the WTGs, submarine inter-array
cables connecting the WTGs, and one (1) offshore substation (OSS) located in the Atlantic Ocean
on the Outer Continental Shelf (OCS) within BOEM Renewable Energy Lease Area OCS-A 0517,
approximately 19 miles southeast of Block Island, Rhode Island and 35 Miles east of Montauk Point,
Suffolk County, New York. Each monopile foundation diameter would be up to approximately 36-
feet in diameter, installed by pile driving with a hydraulic hammer. Each monopile foundation would
be protected with rock scour protection, up to approximately 225-feet in diameter. With scour
protection, the proposed footprint of each monopile foundation would be approximately 40,000
square feet. The total maximum footprint for the monopile foundations would be approximately 14.6
acres. The proposed temporary seabed disturbance to the seafloor would be approximately 1,175
acres. The total proposed 6 to 12-inch diameter inter-array cable length would be approximately 21.4
miles with a total maximum footprint of approximately 2.5 acres. It is anticipated that approximately
two miles of inter-array cable would require cable protection, with a total permanent footprint of 10.2
acres, with an additional approximately 7.5 acres of protection at approach to foundation. The OSS
would collect the electric energy generated by the WTGs through the inter-array cables for
transmission through the South Fork Export Cable (SFEC) to the onshore interconnection facility.
The OSS would be co-located on a WTG or located separately on a foundation like those used for
the WTGs.

Inter-Array cable installation method: proposed equipment may include mechanical cutter,
mechanical plow (with jetting), and/or jet plow.

South Fork Export Cable (SFEC): Install an approximately 12-inch diameter cable approximately
61.4 miles from the OSS to Beach Lane, Town of Easthampton, Suffolk County, New York.
Approximately 57.9 miles would be located on the OCS and approximately 3.5 miles would be
location in New York State (NYS) waters. The total maximum footprint for the SFEC on the OCS
would be 7.0 acres and the total maximum footprint for the SFEC in NYS waters would be 0.4 acres.
It is anticipated that approximately 3.0 miles of OCS cable and approximately 0.07 miles of NYS
waters cable would require cable protection, with a total permanent footprint of 7.9 acres (0.2 acres
of proposed fill in NYS waters). The proposed cable route would cross seven (7) existing cables.
The proposed temporary seabed disturbance would be approximately 573 acres. Once on shore,
the SFEC would not impact aquatic resources.

The sea-to-shore transition would be constructed using Horizontal Directional Drilling (HDD). The
proposed HDD would be installed a minimum of 30-feet below the existing beach surface, with the
HDD exit location approximately 1,750 feet seaward of the plane of mean high water, with
approximately 35 to 40 feet of water depth. A temporary cofferdam (sheet pile or gravity cell) may be
installed to aid in the HDD installation at the seaward exit location. Up to approximately 26,500 cubic
yards of material would be excavated from an approximately 483 foot long by 163 foot wide (1.81-
acres) area of the sea floor at the seaward HDD exit location, to a depth of between 10-17 feet below
the existing grade. The excavated material would be temporarily stored on a hopper scow(s), then
placed back into the excavated footprint after cable installation is complete. Permanent secondary
protection may be placed above the HDPE conduit at the HDD exit location. If concrete mattresses
are used for secondary protection, individual mattress dimensions would be approximately 8 foot
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wide by 20 foot long by 12-inches thick. If other secondary protection methods are proposed,
dimensions may differ.

HDD Exit Pit excavation method: proposed environmental clam shell bucket for initial exit pit
excavation; airlift, controlled flow excavation, and/or suction dredge or similar equipment may be
used for targeted sediment removal prior to cable pull-in; hopper scow(s) or similar for temporary
storage, with decant.

SFEC installation method: proposed equipment may include mechanical cutter, mechanical plow
(with jetting), jet plow and/or displacement plow.

All transmission cables are proposed to be buried a minimum of 4 feet below the seabed. If proper
burial depth cannot be achieved due to site conditions, remedial burial may occur using a controlled
flow excavator and/or other methods of cable protection would be installed. Proposed cable
protection would include 20 foot wide by 8 foot long articulated concrete mattresses, fronded
mattresses, rock bags or rock placement.

Project installation would require boulder relocation on the seabed.

Operations and Maintenance Facility: An O&M facility is proposed at either Lake Montauk, in the
Town of East Hampton, Suffolk County, New York, or at Quonset Point, in the Town of North
Kingstown, Washington County, Rhode Island. An O&M facility located at Quonset Point would not
require any in-water work for the SFWF project.

At the proposed Lake Montauk O&M Facility, using a mechanical clamshell working from a barge,
with 10-years maintenance, dredge up to approximately 2,500 cubic yards of sediment from an
approximately 1,500 square foot area to a depth of 12.4 feet below the plane of mean low water,
including a 1-foot overdredge. The dredged material would be loaded directly into scows. Once full,
the scow may be allowed to settle and decanted of excess water. The scow would be transported
off the beach west of the Montauk Harbor entrance (Placement Area) where sediment would be
pumped to shore. The sediment would be dewatered in a contained location on the beach, in an
approximately 1,200 foot long by 25 foot wide area, landward of the plane of spring high water, then
eventually spread as beach nourishment along the beach adjacent to the dewatering area, between
the planes of mean high water and spring high water. Additional maintenance dredging events would
occur annually, up to approximately 1,500 cubic yards per event.

From the existing bulkhead, install a 4 foot wide by 28 foot long ramp and a 16 foot wide by 100 foot
long floating pontoon, supported by five (5) two foot diameter steel piles; install one (1) new two
foot diameter steel monopile with donut fendering and mooring ring. The piles would be installed
with a vibratory hammer, or with an impact hammer if difficult driving conditions are encountered.

For Section 404 regulated activities, the applicant stated impacts to waters of the U.S. would be
avoided and minimized by reducing the size of the dredge/excavation footprints to the extent
practicable, eliminating the need for bulkhead improvements at the Montauk O&M facility by locating
the berthing area away from the bulkhead, and identifying a beneficial reuse of the dredge sediment
from the Montauk O&M facility for beach nourishment. No compensatory mitigation is proposed
because the disturbance from the installation of the cables and the excavation of sediment from the
HDD exit pit would not result in permanent impacts.

The stated purpose of this project is the construction of a commercial scale wind energy project and
associated transmission lines for renewable energy generation and distribution to the New York
energy grid.
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DRAWING INDEX

Sheet 1 Vicinity Map
Sheet 2 SFWEF Location Map
Sheet 3 SFWEF Indicative Layout

Sheets 4-10  Typical Details

Sheets 11-35 SFEC Plan and Profile

Sheets 36-39 Sea-to-Shore Plan and Profile

Sheets 40-45 Montauk O&M Facility Plan and Profile

SFW Drawing Index
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Legend
South Fork Wind Farm (SFWF)
[ sFWF Lease Area (OCS-A0517)

SFWF Maximum Work Area (including all anchor/
=1 mooring areas)

A Offshore Substation

. SFWF Wind Turbine Generator (1 nm x 1 nm)

O SFWF Wind Turbine Generator (Alternate Location)
=== SFWF Inter-array Cable
L Foundation Micro-siting (152.4 m radius) (500 ft)

South Fork Export Cable (SFEC)
™ SFEC Federal Waters (OCS)

Notes

1. Figure is representative and the icons depicting the foundations are
not drawn to scale. The WTG foundations will be approximately 36 ft
(11 m).

2. Locations for Inter-array Cable and SFEC depict anticipated routes.
Final location may vary based on final engineering and field
conditions.

3. Locations for WTG and OSS are approximate and final location will
be located within a 500 foot (152.4 meter) radius, based on final
engineering and field conditions.

Sources

Project Information Provided by South Fork Wind

U.S. Geological Survey (USGS), U.S. Environmental Protection
Agency (EPA), U.S. National Park Service (NPS), Food and
Agriculture Organization of the United Nations (FAO), Department of
Natural Resources Canada (NRCAN), HERE, and Esri

Date 12/01/2020
Prepared By Stantec

5 miles
S -

8 km
I |

Scale at 11x17: 1:450,000
NAD 1983 2011 UTM Zone 19N

REFERENCE MAP
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FOUNDATION LOCATIONS AND WATER DEPTH FOR INDICATIVE LAYOUT

Notes:

SFWF Indicative Layout
Locations for the WTG and OSS provided by Orsted, December 6 2019.

1. Foundation Locations
2. WIG 16A and 17A are preliminary contingency positions (noted with **) 12/6/19
3. Depth is in meters below feet below Mean Lower Low Water (MLLW). Depth for MLLW is based on 2018 Fugro MBES survey data (noted with *) and/or
2017 Fugro MBES survey data (noted with ***). Sheet 3 of 45
South Fork | Powersdby
Wind Eversource
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SFWF Foundation Plan SFWF Foundation Cross-Section
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Micrositing: 500 ft (152.4 m) radius

“* Monopile Foundafion

Notes:

Details provided by South Fork Wind.
Each WTG will be supported by one steel monopile foundation embedded into the seafloor. The foundation base diameter will be 36 feet (11.0 m). Typical

monopile embedment is anticipated to be up to 295 ft (90m). The final embedment will be determined based on final engineering.
Total maximum permanent footprint will be 635,976 ft2 (59,084 m?), 14.6 acres (5.9 ha) and total temporary seabed disturbance will be 36,391,264 ft2
(3,380,859 m?), 835.6 acres (338 ha). See Application Table 1 for additional information.

Typical Details

12/09/20
Sheet 4 of 45
sl Eare Powered by
South Forle | Fowersd
Wind Eversource
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SFWF Wind Turbine Generator
Cross-Section

Notes:
1. Details provided by South Fork Wind.
2. Each WTG will be comprised of the following major components: a tower, nacelle and rotor which includes the blades. Control, lighting, marking, and
safety systems will be installed on each WTG; the specific systems will vary depending on the turbine selected,
3. Each WTG will be supported by one steel monopile foundation embedded into the seafloor.

Typical Details
12/09/20

Sheet 5 of 45
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SFWF Offshore Substation

Cross-Section
Notes: Typical Details
1. Details provided by South Fork Wind. 12/09/20
2. The OSS will be above the water located either on a platform supported by a foundation similar to those used for the WTGs, or co-located on a foundation
with a WTG. If the OSS is located on its own foundation, the total height of the substation will be 150 to 200 feet (45.7 to 61 m), measured from MSL to the
top of the substation. If the substation is co-located with a WTG on a single foundation, the substation will be placed on the foundation such that the total
maximum height of the WIG does not exceed the total height of other WTGs. Sheet 6 of 45
South Forle | Pewersdby
Wind Eversource
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Inter-array Cable
CROSS-SECTION

= MLPE MRLATION

FILLERS
FO CaBLES
Erepeodk iR S
N.T.S L CEMIETOR SIREENRE
C INEULATION SCREEMNG
1. 34.5kV cable.
2.  Diameter is approximately 6" to 12" (152 to
304 mm).

Inter-array Cable BURIAL DEPTH

OCEAN

Inter-array Cable
CABLE PROTECTION

P i
< Cesrn) =
AN TR ST
]2 ?)g?’el;::zr\)isélset);éobil)i(zgd copolymer .\‘/"\"/'\‘/\"/'.

{
i
%

extruded fiber rope, minimum tensile strength
9,500 pounds

3. Weight: 10,500 pounds (air), 6,000 pounds

\/
.3

[2.4 m long by 6.1 m wide]).

. The Inter-array Cable will have target burial depth of 4 to 6 feet (1.2 o 1.8 m) in the seabed, measured in from the seabed to the top of the cable.
4 It is anficipated that up to 10 percent (2.0 miles [3.2 km, 1.8 nm]) may not achieve target burial depth and secondary cable protection systems may be
placed in those areas. Cable protection may include concrete matting, fronded mattresses, rock bags, or rock placement (8 feet long by 20 feet wide

(submerged)
Notes Typical Details
1. Details provided by South Fork Wind. 12/09/20
2. Total maximum permanent footprint for the Inter-array Cable will be 20.2 acres (9.3 ha) and total temporary seabed disturbance will be 340 acres (137.6
ha). See Application Table 1 for additional information.

Sheet 7 of 45

South Forlg | Poweredby
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SFEC CROSS-SECTION

OUTER SERVING -

CONDUCTOR:
Diameter= 1.03" T0 141" (26-36 mm)
CONDUCTOR SCREENING

METAL SCREEN - INSULATION SCREENING

AND SEPARATOR

1. 138 kV cable.
2. Diameter is approximately 8" to 12" (20 to 30 cm).

SFEC BURIAL DEPTH

OCEAN

CABLE PROTECTION Eﬂ

\ (5.7
B (oK
SIEE) VYV
SO K S 4
Cssesessesdd o
SESSSESESESESES
\/’\/’\/‘\/’\/‘\/’\(‘\/”
CRESSSSISISISLS
S etetetete ety
: SESESESESESESESS
. ORI DK K 5K S S5
(ORI K K K K SN
(R K K S S SK S, >
2, N S S S S K S >
CRSESESESS
1. Dimensions: 8" x 20" x 9" \<><><><‘\
2. 5/8" Ultraviolet stabilized copolymer extruded . ‘\/ \/ ‘

fiber rope, minimum tensile strength 9,500 pounds
3. Weight: 10,500 pounds (air), 6,000 pounds
(submerged)

Notes:

1. For the SFEC-OCS, total maximum permanent footprint will be 14.8 acres (6.0 ha) and total temporary seabed disturbance will be 555.3 acres (224.7 ha). See Typical Details
Application Table 1 for additional information. 12/09/20

2. Target burial depth for the SFEC-OCS is 4 to 6 feet (1.2 to 1.8 m) in the seabed, measured in from the seabed to the top of the cable. It is anticipated that up to
5 percent may not achieve target burial depth and secondary cable protection systems (7.7 acres [3.1 ha]) may be placed in those areas.

3. For the SFEC-NYS, total maximum permanent footprint will be 0.6 acres (0.26 ha) and total temporary seabed disturbance will be 18 acres (7.29 ha). See Sheet 8 of 45
Application Table 1 for additional information.

4. The minimum burial depth of the SFEC-NYS will be 1.8 meters (6 feet). Itis anticipated that up to 2 percent may not achieve target burial depth and qOUth FOI'l( Powered by
secondary cable protection systems (0.2 acres [0.08 ha]) may be placed in those areas. S Drsted &

5.  Cable protection may include concrete matting, fronded mattresses, rock bags, or rock placement (8 feet long by 20 feet wide [2.4 m long by 6.1 m wide]). \Mllnd Eversource
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SFEC CROSSING OF
EXISTING CABLE

DIKEL 1IN DF T ? e 3 MATTRESSES
|CABLE LAY Nosl 103 ISEESHT. 21 RS I Nos.s 1041

; S UNE EXTREMITY OF
(Eove iz

POSITION] . 5 CHALLENGER BERMUDA gl
S (CB-"l CABLE :

LAT 4106971 [LAT aiosoiss |
[ov: 777 — (BB -
PLAN ON CABLE CROSSING e ™
am 5m 10m
3287t {100m) 3281t (100m}
TRANSITION IN/OUT SEE NOTE & SEE NOTE 6 TRANSITION IN/OUT
v v ol ' “50FF (5l v

~50fH15ml

TARGET
BURIAL
DEPTH (NTS)

‘ POST LAY CONCRETE
/— MATTRESS (x38)

TARGET
BURIAL
DEFTH (NTS)

WSEA BED

S !
CHALLENGER BERMUDA PRE-LAY CONCRETE
SFWOT EXPORT CABLE (CB 1) CABLE HATREes bl
SECTION A - A

- = ELEVATION ON MATTRESS CONFIGURATION - [NTS)

i 19.7¢F l6m}

Bl

(e _ SFWO1EXPORT CABLE

o & =

o Y Vi ' ki i W SEA BED
CHALLENGER BERMUDA
(CB-1H CABLE
SECTIONE - B
END ELEWVATION ON MATTRESS COMFIGURATION — (NTSI
Notes: Typical Details
12 2
1. Details provided by South Fork Wind. /09/20
2. The proposed route for the SFEC — OCS will cross seven submarine cables. The coordinates for these locations are depicted on the SFEC Plan and Profile
drawings. Distance to transition of burial to be agreed with asset owner, and will also depend on cable burial method.
3.  Coordinate system: NAD83 (2011) UTM Zone 19N; Pre-lay matiresses: 3 off; post-lay mattresses: 38 off; post-lay mattresses will be laid to follow “as laid” Sheet 9 of 45
cable position. n
South Forlc | Poweredby
. Drsted &
Windl Eversource
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SFEC CROSSING OF
EXISTING CABLE

{

S %
3
» -
:E o MATTRESS #1
s LOCATION :

—
=
o
E}
2
|

|

\
\
\
\ INTENDED SFWO0T EXPORT
\ / CABLE LAY ROUTE
| /
| /
5 |@ ‘ /
S el I 1 /
Ell
MATTRESS %7
LOCATION
Laf 41050436

Long -71.278829

MATTRESS #3
y LOCATION
Lat 41050482
Long -71.278801

kmﬂmsss No.1 TO
PRE-LAY MATTRESSES

BE LAID WITHIN
THESE EXTENTS
ft3m)
YPE: 19.7 x 98 x 1ft (6m x 3m x 0.3m) WLE TAPERED MATTRESS (STANDARD
JPPLIER: TBL
3.1 INSTALLATION TOLERANCES:

9.8fH3m)
AL TOLERANCE 1.6f4(0.5m) \[BJ CABLE
L TOLERANCE 1.6ft(0.5m]
No.Z & No.3 TO BE LAID AS CLOSE T0O BEST CASE AS POSSIBLE, HOWEVER
5 No.1 TOLERANCES:
XERBL;TP‘WOEFEQ zLAUT[TKRESSES OF 16+(0.5m) LE CROSSING - (SCALE 1:50}
OCATION SUBJECT TO MINOR ADJUSTMENT AFTER PRE-LAY ROV SURVEY CC “TRESS INSTALLATION
CATION,
Notes: Typical Details
. . ) 12/09/20
1. Details provided by South Fork Wind. 109/
2. The proposed route for the SFEC — OCS will cross seven submarine cables. The coordinates for these locations are depicted on the SFEC Plan and Profile
drawings.
Sheet 10 of 45
South Forlc | Poweredby
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Wind Eversource
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SFEC INDEX: LEGEND:

TIDAL DATUM:

Notes:

1. Plan and Profile Drawings provided by Fugro, May 25, 2018. SFEC Plan and Profile
2. Existing utilities shown are based on cable route position listing (RPLS) provided by the cable owners to South Fork Wind. Index and Notes

3.  Elevation is referenced to mean lower low water (MLLW) in meters.

4.  Bathymetric data were collected by Fugro (2017) using multibeam echo sounder. :

5. Target burial depth for the SFEC is 1.2 to 1.8 meters (4 to 6 feeft). SA::::I;:.IO(;ign

6. Export Cable Route is located within the Survey Corridor (180 m). The SFEC-OCS is 58.3 miles (93.9 km, 50.7 nm) and the SFEC-NYS is 3.5 °

miles (5.6 km, 3.1 nm), including approximately 500 feet (0.1 nm) on land. The SFEC is 8 to 12 inches (20 to 30 cm) in diameter. ”
( ) g app y ( ) ( ) South Fork Emgjeg by
Wind Eversource
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KILOMETER POST TABLE

SFEC Plan and Profile
Location of Kilometer Posts

Atlantic Ocean
Sheet 12 of 45
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Horiz Scale: 1:10,000

Notes: SFEC Plan and Profile
1. Existing ufilities shown are based on cable route position listing (RPLS) provided by
the cable owners to South Fork Wind.

2. Elevation is referenced to mean lower low water (MLLW) in meters. :

3. Bathymetric data were collected by Fugro (2017) using multibeam echo sounder. Aflantic Ocean

4. Target burial depth for the SFEC is 1.2 to 1.8 meters (4 to 6 feet). Sheet 13 of 45
South Forlc | Poweredby

. Drsted &

Wind Eversource
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Horiz Scale: 1:10,000

Notes:

1.

N

Existing ufilities shown are based on cable route position listing (RPLS) provided by
the cable owners to SFW

Elevation is referenced to mean lower low water (MLLW) in meters

Bathymetric data were collected by Fugro (2017) using multibeam echo sounder
Target burial depth for the SFEC is 1.2 to 1.8 meters (4 to 6 feet)

SFEC Plan and Profile

Atlantic Ocean

Sheet 14 of 45
~ ah Ear Powered by
!:-o_u;h Forl | Powered
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Notes:

1.

N

Existing ufilities shown are based on cable route position listing (RPLS) provided by
the cable owners to SFW

Elevation is referenced to mean lower low water (MLLW) in meters

Bathymetric data were collected by Fugro (2017) using multibeam echo sounder
Target burial depth for the SFEC is 1.2 to 1.8 meters (4 to 6 feet)

SFEC Plan and Profile

Atlantic Ocean
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Notes: SFEC Plan and Profile
1. Existing ufilities shown are based on cable route position listing (RPLS) provided by
the cable owners to SFW
2. Elevation is referenced to mean lower low water (MLLW) in meters :
3. Bathymetric data were collected by Fugro (2017) using multibeam echo sounder Aflantic Ocean
) 4. Target burial depth for the SFEC is 1.2 to 1.8 meters (4 to 6 feet) Sheet 16 of 45
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1. Existing ufilities shown are based on cable route position listing (RPLS) provided by
the cable owners to SFW
2. Elevation is referenced to mean lower low water (MLLW) in meters :
| 3. Bathymetric data were collected by Fugro (2017) using multibeam echo sounder Atlantic Ocean
& o B o/ '\,\% N 4. Target burial depth for the SFEC is 1.2 to 1.8 meters (4 to 6 feet). Sheet 34 of 45
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Notes: SFEC Plan and Profile

1. Existing ufilities shown are based on cable route position listing (RPLS) provided by
the cable owners to SFW

CHART EXTENT 5

2. Elevation is referenced to mean lower low water (MLLW) in meters :
| ‘5 3. Bathymetric data were collected by Fugro (2017) using multibeam echo sounder Aflantic Ocean
R 4. Target burial depth for the SFEC is 1.2 to 1.8 meters (4 to 6 feet). Sheet 35 of 45
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SFWF Sea-to-Shore Transition
Notes: Vicinity Map
1. Siteislocated in Atlantic Ocean, near East Hampton, NY. Atlantic Ocean
2. The exit location will be approximately 1,750 feet (533 m) from the MHWL, sited at location with approximately 35 to 40 feet (7.6 to 12.2 m) of water depth. A Sheet 36 of 45
new underground fransition vault will be placed within the roadway approximately 800 feet (243 m) onshore from the MHWL. ee o
3. Mean High Water Line derived from National Geodetic Survey (NGS) NOAA Shoreline Data Explorer, Continually Updated Shoreline Product (CUSP).
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HDD Notes:

1.
2.

ok w

Vertical datum: NAVD 83, Horizontal datum: UTM Zone 19, Feet

All elevations are referenced to NAV88 (0.00’). 0.00" NAVDS88 = -1.78’
MLLW, -1.66" MLW, +1.13" MWH and +2.59" HTL (based on highest
asfronomical fide).

Dimensions provided on drawing are in feet unless otherwise noted.

All chainages are horizontal

Method of HDPE conduit construction shall be by horizontal directional
drilling.

HDD Exit Point is located within an excavation. This excavation will help
achieve the required burial depth of the HDPE conduit.

Drill path shown on the drawings refers to the centerline of the proposed
HDD installation. Drilling folerances may result in slight deviations from
these stations and elevations.

Approximate exit pit location may include temporary cofferdam (or
equal) and temporary support structures. Temporary structures including
but not limited to conduit support piles and secondary protection may be
installed at the exit pit location fo aid in the installation of the HDD. These
features would be located within the currently proposed footprint of the
cofferdam or excavation and would be removed upon completion of the
cable installation.

The initial exit pit excavation to be conducted with the use of an
environmental clamshell bucket. Dredged sediment may be placedin a
hopper scow(s) or similar for temporary storage. The scow(s) may require
occasional decanting to remove excess water during dredging
operations. Upon completion of the HDD installation, the dredged
sediment will be used to backfill and restore the exit pit to its pre-
excavation conditions. The dredged sediment will be analyzed for
contamination prior to its use as a backfill. Should the sediment be
determined unsuitable for placement, the sediment will be disposed of at
a NYSDEC-authorized upland disposal facility or alternative with
appropriate approvals. If additional fill is necessary to restore the area to
its pre-excavated conditions, clean fill of similar grainsize will be acquired
from an upland source and placed as backfill.

Prior to cable pullin, the dredged area at the end of the HDPE conduit
may require targeted removal/clearing of accumulated sediment due to
infiling, to avoid damaging the conduit; this work would be conducted
with the use of an airlift, controlled flow excavation, and/or suction
dredging or similar equipment.

Permanent secondary protection may be placed above the HDPE
conduit at the exit pit excavation. If concrete mattresses are used for
secondary protection, individual mattress dimensions will be
approximately 8" wide by 20’ length by 1’ thick. If other secondary
protection methods are proposed, dimensions may differ.

The depicted cofferdam and dredge foofprint are intended to represent
maximum design scenarios. The actual footprints of these activities are
dependent on the final installation methodology and engineered design
but are anficipated to be smaller than the footprints depicted.

Rock bags or equivalent may be temporarily placed within excavation to
prevent infilling during HDD operations.

Notes:

1. The sea-to-shore transition for the SFEC-NYS will be installed using HDD between onshore underground cable installation vault and the offshore HDD exit

location.

2. HDD exit location may utilitize offshore sheet pile cofferdam, gravity cell cofferdam, or no cofferdam. The exit location will be approximately 1,750 feet (533
m) from the MHWL, sited at location with approximately 35 to 40 feet (7.6 to 12.2 m) of water depth.
3. The cable will be installed at least 30 feet (9.1 m) below the current profile of the beach. Depth depicted in the figure is approximate and final depth will be

d

4. A new underground transition vault will be placed within the roadway approximately 800 feet (243 m) onshore from the MHWL.

etermined during final engineering design.

SFEC Plan and Profile
HDD Installation

Atlantic Ocean
Sheet 37 of 45
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HDD Notes:

1.
2.

ok w

Vertical datum: NAVD 83, Horizontal datum: UTM Zone 19, Feet

All elevations are referenced to NAV88 (0.00’). 0.00" NAVDS88 = -1.78’
MLLW, -1.66" MLW, +1.13" MWH and +2.59" HTL (based on highest
asfronomical fide).

Dimensions provided on drawing are in feet unless otherwise noted.

All chainages are horizontal

Method of HDPE conduit construction shall be by horizontal directional
drilling.

HDD Exit Point is located within an excavation. This excavation will help
achieve the required burial depth of the HDPE conduit.

Drill path shown on the drawings refers to the centerline of the proposed
HDD installation. Drilling folerances may result in slight deviations from
these stations and elevations.

Approximate exit pit location may include temporary cofferdam (or
equal) and temporary support structures. Temporary structures including
but not limited to conduit support piles and secondary protection may be
installed at the exit pit location fo aid in the installation of the HDD. These
features would be located within the currently proposed footprint of the
cofferdam or excavation and would be removed upon completion of the
cable installation.

The initial exit pit excavation to be conducted with the use of an
environmental clamshell bucket. Dredged sediment may be placedin a
hopper scow(s) or similar for temporary storage. The scow(s) may require
occasional decanting to remove excess water during dredging
operations. Upon completion of the HDD installation, the dredged
sediment will be used to backfill and restore the exit pit to its pre-
excavation conditions. If additional fill is necessary to restore the area to
its pre-excavated conditions, clean fill of similar grainsize will be acquired
from an upland source and placed as backfill.

Prior to cable pullin, the dredged area at the end of the HDPE conduit
may require targeted removal/clearing of accumulated sediment due to
infiling, to avoid damaging the conduit; this work would be conducted
with the use of an airlift, controlled flow excavation, and/or suction
dredging or similar equipment.

Permanent secondary protection may be placed above the HDPE
conduit at the exit pit excavation. If concrete mattresses are used for
secondary protection, individual mattress dimensions will be
approximately 8" wide by 20’ length by 1’ thick. If other secondary
protection methods are proposed, dimensions may differ.

The depicted cofferdam and dredge footprint are intended to represent
maximum design scenarios. The actual footprints of these activities are
dependent on the final installation methodology and engineered design
but are anticipated to be smaller than the footprints depicted.

Rock bags or equivalent may be temporarily placed within excavation to
prevent infiling during HDD operations.

Notes:

1.

2.

SFEC Plan and Profile

The sea-to-shore transition for the SFEC-NYS will be installed using HDD between onshore underground cable installation vault and the offshore HDD exit HDD Installation (w/Cofferdam)

location.

HDD exit location may utilize offshore sheet pile cofferdam, gravity cell cofferdam, or no cofferdam. The exit location will be approximately 1,750 feet (533 m)

from the MHWL, sited af location with approximately 35 to 40 feet (7.6 to 12.2 m) of water depth.

Atlantic Ocean

The cable will be installed at least 30 feet (9.1 m) below the current profile of the beach. Depth depicted in the figure is approximate and final depth will be Sheet 38 of 45

determined during final engineering design.

A new underground transition vault will be placed within the roadway approximately 800 feet (243 m) onshore from the MHWL. SOUth FOI'l(
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HDD Notes:

1.
2.

ok w

Vertical datum: NAVD 83, Horizontal datum: UTM Zone 19, Feet

All elevations are referenced to NAV88 (0.00’). 0.00" NAVDS88 = -1.78’
MLLW, -1.66" MLW, +1.13" MWH and +2.59" HTL (based on highest
asfronomical fide).

Dimensions provided on drawing are in feet unless otherwise noted.

All chainages are horizontal

Method of HDPE conduit construction shall be by horizontal directional
drilling.

HDD Exit Point is located within an excavation. This excavation will help
achieve the required burial depth of the HDPE conduit.

Drill path shown on the drawings refers to the centerline of the proposed
HDD installation. Drilling folerances may result in slight deviations from
these stations and elevations.

Approximate exit pit location may include temporary cofferdam (or
equal) and temporary support structures. Temporary structures including
but not limited to conduit support piles and secondary protection may be
installed at the exit pit location fo aid in the installation of the HDD. These
features would be located within the currently proposed footprint of the
cofferdam or excavation and would be removed upon completion of the
cable installation.

The initial exit pit excavation to be conducted with the use of an
environmental clamshell bucket. Dredged sediment may be placedin a
hopper scow(s) or similar for temporary storage. The scow(s) may require
occasional decanting to remove excess water during dredging
operations. Upon completion of the HDD installation, the dredged
sediment will be used to backfill and restore the exit pit to its pre-
excavation conditions. If additional fill is necessary to restore the area to
its pre-excavated conditions, clean fill of similar grainsize will be acquired
from an upland source and placed as backfill.

Prior to cable pullin, the dredged area at the end of the HDPE conduit
may require targeted removal/clearing of accumulated sediment due to
infiling, to avoid damaging the conduit; this work would be conducted
with the use of an airlift, controlled flow excavation, and/or suction
dredging or similar equipment.

Permanent secondary protection may be placed above the HDPE
conduit at the exit pit excavation. If concrete mattresses are used for
secondary protection, individual mattress dimensions will be
approximately 8" wide by 20’ length by 1’ thick. If other secondary
protection methods are proposed, dimensions may differ.

The depicted cofferdam and dredge footprint are intended to represent
maximum design scenarios. The actual footprints of these activities are
dependent on the final installation methodology and engineered design
but are anticipated to be smaller than the footprints depicted.

Rock bags or equivalent may be temporarily placed within excavation to
prevent infiling during HDD operations.

Notes:

1.

2.

The sea-to-shore transition for the SFEC-NYS will be installed using HDD between onshore underground cable installation vault and the offshore HDD exit HDD Installation (No Cofferdam)

location.

HDD exit location may utilitize offshore sheet pile cofferdam, gravity cell cofferdam, or no cofferdam. The exit location will be approximately 1,750 feet (533

m) from the MHWL, sited at location with approximately 35 to 40 feet (7.6 to 12.2 m) of water depth.

The cable will be installed at least 30 feet (9.1 m) below the current profile of the beach. Depth depicted in the figure is approximate and final depth will be Sheet 39 of 45

determined during final engineering design.

A new underground transition vault will be placed within the roadway approximately 800 feet (243 m) onshore from the MHWL. SOUth FOI'l(

SFEC Plan and Profile

Atlantic Ocean
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(At original document size of 8.5x11)

Notes:

1. Siteislocated in Lake Montauk, Suffolk County, NY.

2. Adjacent property owner to the east is Inlet Seafood Property LLC.

3.  Mean High Water Line derived from National Geodetic Survey (NGS) NOAA Shoreline Data Explorer, Continually Updated
Shoreline Product (CUSP).

SFWF O&M Montauk
Vicinity Map

Lake Montauk
Sheet 40 of 45
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| NOTES:
1. HORIZONTAL DATUM: N.Y.SP.C.S. NAD
1983 NY LONG ISLAND 3104.
2. VERTICAL DATUM: FT NAVDSS.
3, THE INFORMATION ON THIS PLAN
- INCLUDES DATA EXTRACTED FROM TWO
BULKHEAD SURVEYS PROVIDED TO MCLAREN
ENGINEERING GROUP BY WOOD
GROUP.TOPOGRAPHIC AND UPLAND
INFORMATION IS BASED ON SURVEY
COMPLETED: DATE OF SURVEY IS
UNKNOWN AT THIS TIME. BATHYMETRIC
DATA IS BASED ON A SURVEY
COMPLETED BY OCEAN SURVEYS, INC.
IN MARCH OF 2020.
4. ADJACENT PROPERTY OWNER TO THE
EAST IS 'INLET SEAFOOD PROPERTY

MHW EL 0.64' (0.20M),
MLWEL 135" (0.41M)
ALONG FACE OF BULKHEAD (TYP.)

EXISTING PILES,

f % NOT MARKED OUT N
‘ > SURVEY/ LOCATIONS
4 AND SIZED ARE
APPROX.
b4 5 (15 M)
CONTOUR 2 (~3 M)
LINE TYP 3 (1.9 M) ] '
LAKE MONTAUK b
—10" (=3 M)
r FLUOD
—10" (-3 M)
r 15" (=46 M) —15 (-46 M)
Tl FEDERAL 0 L
HANNEL UM!TS =5 (1.5 M) =10 (-3 M) —15 (-4.6 M) —20' (-6.1 M) /
—-""'-‘-_-_

Notes: SFWF O&M Montauk

1. Data extracted from two surveys provided to McLaren Engineering Group by Wood Group. Topographic and upland information is based on survey Existing Conditions

completed; date of survey is unknown. Bathymetric data is sed on a survey completed by Ocean Surveys, Inc in March 2020.

2. Site is located in Lake Montauk, Montauk, Suffolk County, NY Lake Montauk

3. Adjacent property owner to the east is Inlet Seafood Property LLC. Sheet 41 of 45
South Fork | Powersdby
Wind Eversource
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REPLACE IN KIND SLAB
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AND DEADMAN SYSTEM Er
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FOR PONTOON (TYP.
10F 5)

PROPOSED 100' X 16" X 5" FREEBOARD
[30.48M X 4.87M X 1.52M FREEBOARD)
PONTOON

PROPOSED 2' (0.61M) DIAMETER STEEL
MONOPILE WITH DONUT FENDERING AND—' f
MOORING RING /

g
7o

/

/-— ____/
5.
e , - = _ ~__ MHW EL 0.64' (0.20M),
\Z L EXISTING  VINYL 175 (-15 M)} U MLW EL -1.35" (~0.41M)
' SHEET PILE PROPOSED MOORING ' \ ALONG FACE OF BULKHEAD (TYP.)
EFESE&%EE —BOLLARD @ 23’ (7M) 0.C. \ !
(TYP. 1 OF 5) =y
\ CANGWAY 1 L N
Tk W N
1. X, N\ EXISTING VINYL SHEET PILE BULKHEAD
PROP. CRANE filhac - e TO REMAIN (TYP.)
WTH CONGRETE ~ |+ 1\ B Z
FOUNDATION . - LA DREDGING
\ " SIDE SLOPE
\ e
\r (TYP.)
\

LAKE MONTAUK
i
\
\
\ \
]
|
|

\

/

CREW TRANSFER
VESSEL

DESIGN DREDGE FOOTPRINT
~  —11.4' (-3.47M) DREDGE EL
~12.4' (-3.78M) OVERDREDGE EL

Notes:

1.

by Ocean Surveys, Inc in March 2020.
2. Siteis located in Lake Montauk, Montauk, Suffolk County, NY

and one additional support piles (up to 2" diameter [3 sf].

Project information provided by South Fork Wind and The Wood Group. Data extracted from two surveys provided to McLaren Engineering Group by The
Wood Group. Topographic and upland information is based on survey completed; date of survey is unknown. Bathymetric data is sed on a survey completed

Structures include floating aluminum pontoon duck (up to 16’ wide by 100’ long, [1,600 sf)), stationary aluminum gangway (up to 4’ wide by 28’ long, [112 sf]),

SFWF O&M Montauk
Proposed Structures - Plan

Lake Montauk
Sheet 42 of 45
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N: 357835.838 /

E: 1553464311 / /
LAT: 41.0755327 S
LON: -71.9353354

N, 337812.010
E: 1553497.113

LAT: 41.0754652

N: 337757.254

E: 1553425.373

N LAT: 41.0753196
\ | LON: —71.9354833

)

'I ?1-.. ! |

Ne 337708.580
E: 1553361.157
‘ (- : T |LAT: 41.0751802 | %
T, N LON: —71.9357203

O \TN: 337669759
ey |E 1553343869
1 |LAT: 41.0750848

= N: 337634.005
- E: 1523317.546
LAT: 41.0/49884 ——
LON: —71.8358848 —

/

T Wy ==

/Lo 719367863 [~

5 (15 M) =

LON: —71.9352185

| DREDGING SIDE SLOPE
= 3 (TP)

N: 337731.066
E: 1553496.990
LAT: 41.0752457
LON: —71.9353709

N 337682.883
B 1553393.507
LAT: 41.0751176
~|LON: ~71.9356052

—~— DESIGN DREDGE FOOTPRINT
——=—11.4’ (=3.47M) DREDGE EL
~—— —12.4' (~3,78M) OVERDREDGE EL
£ N 337649.550 .
E: 1553378682

| LAT: 41.0750271

~|N: 337618.542

- |E: 1553355.805
Y |LAT: 410749435
LON: —71.9357474 |

" —|ton: 719358618~

. L ;?0'. -(—5'?-“) "'"'"'_’ _-.':-:"-.

' Dredging: Dredge approximately 2,500
cubic yards of sediment anticipated to be
predominantly  sand  via  mechanical
clamshell dredge from an approximately
1,500 square foot area to a depth of -12.4’
NAVD 88 (including a 1-foot overdredge).
The dredged material will be dewatered on
onsite and eventually placed as beach
nourishment above the mean high water line
on the beach located on the western side of
the enfrance fo Lake Montauk. The area will
be maintained with maintenance dredging
events over a fen-year period on an as
needed basis anficipated to be bi-annually.

In-water Improvements: From the existing
bulkhead, install a 4-foot wide by 28-foot
long ramp and a 1é-foot wide by 100-foot
long floating pontoon, supported by five (5)
2-foot diameter steel piles, Install one (1) 2-
foot diameter steel monopile with donut
fendering and mooring ring. The piles will be
installed with a vibratory hammer. Should
difficult driving conditions be encountered
an impact hammer may be used for pile
installation.

-5 (-1.5 M)/

Data extracted from two surveys provided to McLaren Engineering Group by Wood Group. Topographic and upland information is based on

Notes:
1.
survey completed; date of survey is unknown. Bathymetric data is sed on a survey completed by Ocean Surveys, Inc in March 2020.
2. Siteis located in Lake Montauk, Montauk, Suffolk County, NY
3.

Initial dredge area of approximately 2,500 yd? (1,911 m8). Maintenance dredging when required will be similar area and volume. Dredged

materials will be used for beach nourishment or disposed at appropriate facility.

SFWF O&M Montauk
Proposed Dredging - Plan

Lake Montauk

Sheet 43 of 45
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LT NOTES:
ELEVATIONS SHOWN IN NAVDBE
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Notes:

1. Crane is depicted conceptually only.

2. Tie-back system to be replaced with new system as shown conceptually.
3.

approximately 13 cubic yards of fill below MHWS.

Proposed dredge work results in approximately 2,500 cubic yards of dredged material, proposed pile, and pontoon installations results in

SFWF O&M Montauk
Proposed Dredging — Cross-
Section at Pontoon

Lake Montauk
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NOTES:

1.

SOURCE

2,500 CY SEDIMENT TO BE PLACED IN
APPROXIMATELY 51,000 FT2 DREDGE
PLACEMENT AREA AND DEWATERING AREA

1,070 CUBIC YARDS OF DREDGE MATERIAL
PLACED BELOW MHWS; 1,430 CUBIC YARDS
OF DREDGE MATERIAL PLACED ABOVE THE
MHWS

MEAN LOW WATER (MLW) IS -0.17 FEET
REFERENCED TO MLLW.

MLW SUBJECT TO CHANGE DUE TO THE
HIGHLY DYNAMIC NATURE OF THIS AREA

PARCELS; SUFFOLK COUNTY DEPARTMENT OF

ECO

NOMIC DEVELOPMENT AND PLANNING. 2020/10/30.

ESRI IMAGERY BASEMAP; ESRI, MAXAR; IMAGE DATE

3/14/

2020.
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New York District

Regulatory Branch-Eastern Section

26 Federal Plaza, Room 16-406

New York, New York 10278

P:917-790-8379

Cell: 917-831-0278

Permit Type: Standard Permit

State: New York

Project Location: BOEM Renewable Energy Lease Area OCS-A 0517 (Deepwater Wind South Fork,
LLC lease area), export cable landfall in Town of East Hampton, Suffolk County, New York, operations
and maintenance facility in Lake Montauk, Town

of East Hampton, Suffolk County, New York.

Lat/Long of O&M Facility: 41° 4'31.46"N -71°56'7.20"W

Major Watershed (HUC8): Lake Montauk Harbor

Project Type at O&M Facility: Dredging with 10-Year Maintenance with all resultant dredged
material placed as beach nourishment to the west of Lake Montauk Harbor. In addition the
installation of structures such as a ramp, piles and floating pier.

Brief summary description of the project: Dredge, with 10-year maintenance, by mechanical
clamshell bucket dredge up to approximately 2,500 cubic yards (CY) of sediment from an
approximately 18,045 square foot area to a depth of 12 feet below the plane of mean low water,
including a 1-foot overdepth. The resultant 2,500 CY of dredged material would be placed onto the
shoreline west of the Montauk Harbor Inlet. The dredged material would be dewatered in an
approximately 1,200-foot-long by 25-foot wide-area, landward of the plane of spring high water.
Approximately 1,070 CY of the total 2,500 CY of the dewatered dredged material will be placed as
beach nourishment within a 21,900 square foot area below the plane of spring high water. The
permittee will conduct annual dredging and placement in the same locations up to approximately
1,500 cubic yards per event. From the existing bulkhead at the maintenance facility, install
perpendicular to the shoreline a four-foot-wide by 28-foot-long ramp leading to a 16-foot-wide by
100-foot-long float in a L shaped configuration supported by five (5), two-foot diameter steel piles;
install one (1) two-foot diameter steel monopile with donut fendering and mooring ring on the
western terminus of the float.

Does the federal agency have reason to believe the project may affect the water quality of a
neighboring jurisdiction? No

List tribes and states, if any, that were consulted regarding this project: Mashantucket Pequot
Tribal Nation, Mohegan Tribe of Indians of Connecticut, Narragansett Indian Tribe, Mashpee
Wampanoag

Tribe, Shinnecock Indian Nation, Delaware Tribe of Indians, Delaware Nation, and Wampanoag Tribe
of Gay Head (Aquinnah)

As per CFR 121.12 the Corps is requesting you notify this office if your office determines that the
proposed discharge from the project may affect the water quality in a neighboring jurisdiction.

Robert Vietri
Project Manager
U.S. Army Corps of Engineers





New York District

Regulatory Branch-Eastern Section
26 Federal Plaza, Room 16-406
New York, New York 10278
P:917-790-8379

Cell: 917-831-0278

Due to the Coronavirus pandemic, Regulatory Program staff are working from home. Please do not
mail hard copy documents to our office. For further details on corresponding with us, please view
our COVID-19 special public notice at:

https://www.nan.usace.army.mil/Portals/37/docs/regulatory/publicnotices/Non%20Project%20Spec
ific/2020/CENAN-OP-

R%20PN%20Electronic%20Submission%200f%20Permit%20Applications%2027MAR2020.pdf?
ver=2020-03-31-163215-913.



https://gcc02.safelinks.protection.outlook.com/?url=https%3A%2F%2Fwww.nan.usace.army.mil%2FPortals%2F37%2Fdocs%2Fregulatory%2Fpublicnotices%2FNon%2520Project%2520Specific%2F2020%2FCENAN-OP-R%2520PN%2520Electronic%2520Submission%2520of%2520Permit%2520Applications%252027MAR2020.pdf%3Fver%3D2020-03-31-163215-913&data=04%7C01%7CRegion2_CWA401%40epa.gov%7C0ad0641a4594485e6ab208d9a9ee9936%7C88b378b367484867acf976aacbeca6a7%7C0%7C0%7C637727665537851487%7CUnknown%7CTWFpbGZsb3d8eyJWIjoiMC4wLjAwMDAiLCJQIjoiV2luMzIiLCJBTiI6Ik1haWwiLCJXVCI6Mn0%3D%7C1000&sdata=RT7%2Bt1olncsUq1Q%2Fk4tUXS9l4WRqj9LOvrCTsbF6amk%3D&reserved=0

https://gcc02.safelinks.protection.outlook.com/?url=https%3A%2F%2Fwww.nan.usace.army.mil%2FPortals%2F37%2Fdocs%2Fregulatory%2Fpublicnotices%2FNon%2520Project%2520Specific%2F2020%2FCENAN-OP-R%2520PN%2520Electronic%2520Submission%2520of%2520Permit%2520Applications%252027MAR2020.pdf%3Fver%3D2020-03-31-163215-913&data=04%7C01%7CRegion2_CWA401%40epa.gov%7C0ad0641a4594485e6ab208d9a9ee9936%7C88b378b367484867acf976aacbeca6a7%7C0%7C0%7C637727665537851487%7CUnknown%7CTWFpbGZsb3d8eyJWIjoiMC4wLjAwMDAiLCJQIjoiV2luMzIiLCJBTiI6Ik1haWwiLCJXVCI6Mn0%3D%7C1000&sdata=RT7%2Bt1olncsUq1Q%2Fk4tUXS9l4WRqj9LOvrCTsbF6amk%3D&reserved=0

https://gcc02.safelinks.protection.outlook.com/?url=https%3A%2F%2Fwww.nan.usace.army.mil%2FPortals%2F37%2Fdocs%2Fregulatory%2Fpublicnotices%2FNon%2520Project%2520Specific%2F2020%2FCENAN-OP-R%2520PN%2520Electronic%2520Submission%2520of%2520Permit%2520Applications%252027MAR2020.pdf%3Fver%3D2020-03-31-163215-913&data=04%7C01%7CRegion2_CWA401%40epa.gov%7C0ad0641a4594485e6ab208d9a9ee9936%7C88b378b367484867acf976aacbeca6a7%7C0%7C0%7C637727665537851487%7CUnknown%7CTWFpbGZsb3d8eyJWIjoiMC4wLjAwMDAiLCJQIjoiV2luMzIiLCJBTiI6Ik1haWwiLCJXVCI6Mn0%3D%7C1000&sdata=RT7%2Bt1olncsUq1Q%2Fk4tUXS9l4WRqj9LOvrCTsbF6amk%3D&reserved=0

https://gcc02.safelinks.protection.outlook.com/?url=https%3A%2F%2Fwww.nan.usace.army.mil%2FPortals%2F37%2Fdocs%2Fregulatory%2Fpublicnotices%2FNon%2520Project%2520Specific%2F2020%2FCENAN-OP-R%2520PN%2520Electronic%2520Submission%2520of%2520Permit%2520Applications%252027MAR2020.pdf%3Fver%3D2020-03-31-163215-913&data=04%7C01%7CRegion2_CWA401%40epa.gov%7C0ad0641a4594485e6ab208d9a9ee9936%7C88b378b367484867acf976aacbeca6a7%7C0%7C0%7C637727665537851487%7CUnknown%7CTWFpbGZsb3d8eyJWIjoiMC4wLjAwMDAiLCJQIjoiV2luMzIiLCJBTiI6Ik1haWwiLCJXVCI6Mn0%3D%7C1000&sdata=RT7%2Bt1olncsUq1Q%2Fk4tUXS9l4WRqj9LOvrCTsbF6amk%3D&reserved=0



